WARN

Modular signalling devices / Bases

Base

Black | PIPS | 40-80 AC/DC

PB412

Specifications
Brand
CE certificate
Cable entry

Certificates, quality
marks, markings

Colour

Dimensions

Ingress protection

Material

Good to know

This double base gives the possibility to install 2 different modules of PIPS in one solution. In this
way, unique acoustic and visual combinations can be made. In addition, this base has 2x M20 cable

gland / gasket.

PIPS
Yes

Cable gland

CE, UL type 4X, EAC

RAL 9005 black

120mm x 117mm x

97mm
IP66

Polycarbonate

(i

Mounting type

Operating
temperature

UL certificate
Voltage

Weight

Wall mounting

-40°C to +55°C

Yes
40-80V AC/DC

350g

+32 15 30 54 54 | sales@4k.be | http://www.4k.be | BE0O416761389

Page:1/2


https://www.4k.be/shop/category/warn-5
https://www.4k.be/shop/category/warn-modular-signalling-devices-31
https://www.4k.be/shop/category/warn-modular-signalling-devices-bases-111
https://sales@4k.be

i 7 TN |
D4
1 ~ A ol
I {
82
120

+32 15 30 54 54 | sales@4k.be | http://www.4k.be | BEO416761389

Page:2/2


https://sales@4k.be

