
DESCRIPTION
Standards: TIA 568-C.2, ISO/IEC 11801 ed. 2.2, IEC 61156-5, EN 50173, EN 50188-4-1.
Fire classification: IEC 60332-1, IEC 60754-2, IEC 61034.
Halogen-free and flame-retardant plus water-tight layer jacket.
Color: black.
Cat. 7 cable. Foil and tin-plated copper braid shielding. 100 Ohm impedance. Data transmission
frequency up to 900 MHz.

FEATURE

TECHNICAL DATA

DESCRIPTION VALUE/VALUE RANGE

Standard / norm ISO/IEC 11801
IEC 61156-5
EN 50288-4-1
IEC 60754-2
CPR fire class: EN50575
IEC 60332-1-2
IEC 60794-1-2; Method B

Protection class IP IP 20

PoE Yes

PoE Level 4

Cable type Single cable

Cable category Cat. 7

Shielding S/FTP

Jacket material LSZH

CPR classification Eca

Cable jacket characteristics zero-halogen
Gel-filled
In- and outdoor

Armour waterproof

Cable overall diameter Ø 8.5 mm

Conductor AWG 23

Cable design In&outdoor

Number of wires 8

Industrial installation cables for extreme environmental conditions

Water and oil repellent

Suitable for indoor and outdoor installations

Datasheet

Industry Cable Cat. 7, S/FTP, 4P, 900 MHz, Eca, black, LSZH, 500
m

R823883

500 m
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Stranding 4 pairs

Wire type Wire

Max. test frequency 900 MHz

Application indoor/outdoor

DESCRIPTION VALUE/VALUE RANGE

MECHANICAL DATA

DESCRIPTION VALUE/VALUE RANGE

Cable length 500.0 m / 1640 ft

Color black

CLIMATIC DATA

DESCRIPTION VALUE/VALUE RANGE

Operation temperature -20 °C to +60 °C / -4 °F to +140 °F

Datasheet

Industry Cable Cat. 7, S/FTP, 4P, 900 MHz, Eca, black, LSZH, 500
m

R823883

500 m
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